


3. Product Description:
Wunderfixx® Concrete Patching Com-
pound is a durable, fast setting, one 
component concrete patching mate-
rial formulated with a premium grade 
hydraulic cement, high performance 
polymers, and a finely ground aggre-
gate. When mixed with water, Wun-
derfixx® produces a workable, easy to 
apply mixture with excellent bonding 
characteristics. Trowel Wunderfixx® 
over existing concrete to achieve a 
smooth and uniform finish. After ap-
plication, Wunderfixx® may be sanded 
to achieve an ultra smooth-finish. One 
50-lb. bag of Wunderfixx® will cover 
115 square feet at 1/16".

Uses:
Wunderfixx® can be used for patch-
ing and detailing on tilt-up panels, 
pre-cast concrete, concrete block, and 
other concrete surfaces. It is suitable 
for damp environments on interior and 
exterior projects. Wunderfixx® may be 
used in a horizontal, vertical, and over-
head applications.

Color: (Gray)
The final color of Wunderfixx® and 
other cementitious materials may vary 
due to application techniques and en-
vironmental conditions.

Limitations:
Not intended for patches over 1/2" 
deep. For deeper sections use Rapid 
Set® Cement All™ or Rapid Set® 
Mortar Mix. It is not necessary to add 

any admixtures to Wunderfixx®; it is a 
self-curing product that adheres well 
to concrete surfaces without any addi-
tions.
As with any repair, a test area should 
be applied to determine suitability in 
the repair environment.

4. Technical Data:
Material shall achieve no less than 
the following compressive strengths at 
listed age:
(ASTM C109 Mod.)
Age:	            Compressive Strength:
24 hrs.		  1000 psi
28 days		 1500 psi

Working Time:
• 60 minutes at 70 degrees
• Sand and paint the same day

5. Using Wunderfixx®
Surface Preparation:
Remove all loose, unsound and con-
taminated concrete from the area to 
be patched. Concrete should be free 
of materials that inhibit bonding such 
as dirt, oil, paint, form release, sealers 
or any material that will inhibit bonding. 
The concrete bonding surface should 
be dry or damp at the time of applica-
tion with no standing water. In some 
hot or windy conditions, pre-wetting of 
surface may become necessary.

Mixing:
Wunderfixx® can be mixed to a 
smooth, trowelable consistency by 
hand or mechanical mixer. Add the 
measured amount of clean potable 
water to the mixing bucket and then 
slowly add the dry Wunderfixx®. 
Mix to a uniform, lump free consis-
tency. Be sure to clean the mixing 
bucket and tools between batches. 
Do not retemper.

Placement:
Apply Wunderfixx® in one pass in 
thicknesses from feather-edge to 1/2". 
Avoid retroweling. Once in place, as 
the material becomes stiff, (typically 

within 10-20 minutes) use a trowel to 
shave or cut the excess material to 
the desired shape. Note: Wunderfixx® 
hardens quickly. Material can be sand-
ed and painted the same day.

Temperature:
Warm environmental and materials 
temperatures will reduce the working 
time of Wunderfixx®. To compensate 
for warm temperatures, keep mate-
rial cool and use chilled mix water. 
Temperatures below 70°F (21°C) will 
decrease the rate of strength gain. 
Wunderfixx® should not be applied if 
surface or ambient temperature is be-
low 45°F (7.2°C).

6. Limited Warranty:
CTS Cement Manufacturing Corpora-
tion warrants its material to be of good 
quality, and at its sole option, within 
one year from date of sale, will re-
place defective materials or refund the 
purchase price thereof and such re-
placement or refund shall be the limit 
of CTS’s responsibility. Except for the 
foregoing, all warranties, express or 
implied including merchantability and 
fitness for a particular purpose are ex-
cluded. CTS shall not be liable for any 
consequential, incidental, or special 
damages arising directly or indirectly 
from the use of material.

7. Caution:
Wunderfixx® contains cementitious 
materials and may cause irritation to 
lungs, eyes and skin. Avoid contact. 
Use only in adequate ventilation. Do 
not breath dust. Wet mixture may 
cause burns. Wear suitable gloves, 
eye protection and protective cloth-
ing. In case of skin contact, wash thor-
oughly with soap and water. In case of 
eye contact, flush immediately and re-
peatedly with large quantities of water 
and prompt medical attention. In case 
of difficulty breathing, remove person 
to fresh air. If difficulty breathing per-
sists, seek medical attention.
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