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Product Specification for:

Rapid Set Flowable Fill

SECTION 03 34 00 LOW DENSITY CONCRETE

Use Rapid Set Cement: a rapid-setting, low shrinkage, extendable, cement that can be mixed with water, sand, and coarse aggregate to make Rapid Set Flowable Fill. Manufactured by CTS Cement Manufacturing Corp., 11065 Knott Avenue, Suite A, Cypress, CA, 90630. Phone: 800-929-3030. Website: www.rapidset.com 

[Note to specifier: Delete coarse aggregate if not required.]



1.
Compressive strength of extended material per ASTM D4832:




1 hour*
  3 psi




3 hour
10 psi




1 day

20 psi




1 year
75 psi

  


  * after final set

2. Shall meet the requirements of ASTM C1157.

3. Shall have small, pre-measured packets available to add to the repair material per manufacturer’s recommendations to slow down the set time, increase fluidity and strength, or speed up the set time. 

Typical Mix Designs

Sand Mix:
Rapid Set Cement
  100 pounds




Sand 



2900 pounds




Water 


  480 pounds

Rock Mix:
Rapid Set Cement
    88 pounds




Coarse Aggregate

1800 pounds

Sand 



1700 pounds




Water 


  400 pounds

[Note to specifier: Delete one mix if not required.]

Sand and coarse aggregate shall comply with ASTM C33 and water shall be potable. Mix and place per manufacturer’s recommendations.

